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This listing of claims will replace all prior versions, and listings, of claims in the 
application. 

Listing of Claims: 



said syst e m comprising: 

at least one group of redimdant serial lines (1, 2) , a serial line (i) of said group being 
an active line, the other serial line or lines (2) of said group being an inactive Ime li»es, 

means for managing the redundancy (44) by controlling the switching of the smd serial 
lines from an active to an inactive state and vice versa wherein , charact e riz e d in that : 

first allocating each serial line in is allocat e d a physical identifier; 

second allocating each group of serial lines in is allocat e d a logical identifier; 

communicating with the management means ar e commimicatod with in order to 
determine the active serial lines; 

associating the physical identifier of the active serial line is associated with each logical 
identifier; 

transmitting the messages of an application are transmitted to the redundant system, and 
substituting each logical identifier with the associated physical identifier; and 

substituting the messages of the redundant system are transmitted to the application, 
substituting each physical identifier with the associated logical identifier. 

2. (Currently Amended) The commimication process as claimed in claim 1, characteriz e d 
m wherein that the associations between logical identifier and physical identifier are stored in a 
correspondence table. 



X;^' (Currently Amended) A device for communication with a redundant system, 
syst e m comprising! 

at l e ast one group (W) of redundant serial lines (1, 2) [[,]]; 



(Currently Amended) A process for communication with a redundant system. 




6 



Docket No.: 62782 (4590-339) 



PATENT 



a serial line fl^ of said group being an active line, the other serial line or linos (2) of said 
group being an inactive line li»e5ft,]]l 

means for managing the redundancy fW) controlling the svvitching of said serial lines 
from an active to an inactive state and vice versa, oharaotorizcd in that it oomprisos a server 
application ^ and at least one client application ^ communicating together, in which the 
server application: 

allocates a physical identifier to each serial line; 

allocates a logical identifier to each group of serial lines; 

communicates with the management means in order to determine the active serial lines; 

associates the physical identifier of the active line with each logical identifier; 

transmits the messages of the client application to the redundant system, substituting each 
logical identifier with the associated physical identifier; and 

transmits the messages of the redundant system to the client application, substituting each 
physical identifier with the associated logical identifier. 

4. (Currently Amended) The device for communication as claimed in claim 3. wherein 
tho proooding claim, ohoraotorizod in that the server application (Q^ communicates with several 
client applications (34) of one and the same workstation (OS). 

5. (Currently Amended) The device for communication as claimed in claim 3. wherein 
any on e of olaimo 3 to 1, oharaoterized in that the server application operates continuously. 

6. (New) The device for communication as claimed in claim 4, wherein the server 
application operates continuously. 
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